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Protection against wind and weather

ALIS Decking Oil is a water resistant and an open-pored oil for the first treatment and
care of deckings and wooden facades. ALIS Decking Oil dries quickly and refreshes
wooden surfaces. It does not chip or flake and stays smooth and easy to care for.

ALIS Decking Oil is applied with a brush on dry surfaces with two coats on wooden
decks and with three coats on wooden facades. The air temperature should be warmer
than 10°C.

ALIS Decking Oil is now available in 11 different colors of which samples are printed on
the back.

Further information as well as the safety advises you will find on our Technical Data
Sheets (TDS) and on our labels and packaging. 

Please ask also your LIVOS retailer, contact us directly, visit our website www.livos.de
or call our hotline +49(0)5825-8830.
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Terrassenöl
Huile Terrasse
Aceite para terrazas
Olio protettivo per esterno
Terrasseolje



579 - 022   buchsbaum boxtree

buis boj

bosso buksbom

579 - 593   lärche larch

mélèze alerce

larice lerk

579 - 554   oregon pine oregon pine

pin d´oregon  pino oregón

pino douglas  oregon furu

579 - 052   brasil brazil  brésil

brasil  brasile  brasil

579 - 072   eiche oak   chêne

roble  quercia  eik

579 - 068   teak hell light teak

teck clair  teca claro  

teak chiaro  lys teak

579 - 048   kastanie chestnut

châtaignier  castaño

castagno  kastanje

579 - 101   schwarz black

noir  negro  

nero  svart

579 - 748   schiefergrau slate grey

gris ardoise  gris pizarra

grigio ardesia  skifergrå

579 - 794   achatgrau agate grey  gris agate

gris ágata  grigio agata  agatgrå

579 - 922   silbergrau silver grey

gris argent  gris plateado

grigio argento  sølvgrå
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